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Amendme nts to the Claims- 

This listing of claims will replace all prior versions, and listings, of claims in the 
application: * ~ 

Listing of Claims; 

1 . (Currently Amended) In n co mputer system, a A method for generating providing 
an adapter/stub for a virtual machine during runtime, wherein the ggapteifetub cap 
b ehave as an adapter or a stub for the virtual m achine. s»iH m^th^ ^ r n^ ry 

identifying a machine state input parameter for a machine state; 

identifying input parameters for a call to compiled code; 

mapping the machine state input parameter and the machine state to the input 
parameters for the call to compiled code; 

mapping the machine state and return value to an exit point of an interpreter to 
compiled code adapter; 

generating an adapter/stub that can be have as an adapter or a stub for the virtual 
machine: 

determining whether to provide the adapt er/stub as an adapter or as a stub for 
the virtual machine: 

providing a stub representation to a compiler for compilation!!;}] and generating 
object code based on the compilation when the determining determines to provide the 
adapter/stub as a stub: 

determining whether to p rovide an interpreter to compiled code (\/C\ adapter or a 
compiled code to interpreter rem a dapter when the determining determines to provide 
the adapter/stub as an adapter 

providing an interpreter to compiled code (VCi a dapter that facilitates translation 
of a first execution stack used bv an i n terpreter associated with the virtual machine 
when the determinin g determines to provide the interpreter to compiled code fl/C^ 
adapter, so that th e first execution stack can subsequently be used to execute 
com piled-code compiled bv a co mpiler associated with the virtual machine: and 
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providing a compiled code to interna „ Mapter ^ far , itifftf( , s tranftlatinn „ 

a second execution stack used for execution nf r , ied ^ ^ mnite d bv a CQmni ,„ r 

associated with the virtual machine when tfrg H^ ^ jnjnc, d^rm,^ to provi^ fh« 
compiled code to interpreter (Of]) adapter .^ t h a tt h6 seftnnH gxegdjon stack gap 
^Subsequently he used by an interpreter as^r. ^ with the vi rt ., a i m^.- 

2-8. (Canceled) 

9. (Previously Presented) The method of claim 1 , wherein the method is performed 
in response to a determination that the adapter/stub is not stored in an adapter/stub 
library associated with the computer system. 



1 0. (Previously Presented) The method of claim 9, wherein the determination is 
performed when compiled code is to be executed by the computer system, and the 
computer system determines that an interpreter to compiled code (UC) adapter/stub 
required. 

11. (Canceled) 



12. (Currently Amended) The method of claim 44 1, wherein the adapter/stub Is 
further operable to update the states of different components of the computer system. 

13-16. (Canceled) 

17. (New) A method as recited in claim 1, wherein said determining of whether to 
provide an interpreter to complied code (l/C) adapter or a compiled code to interpreter 
(C/I) adapter comprises: determining whether one or more bytecodes have been 
processed by a interpreter. 

1 8. (New) A computer readable medium including computer program code for 
providing an adapter/stub for a virtual machine during runtime, wherein the adapter/stub 
can behave as an adapter or a stub for the virtual machine, comprising: 
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computer program code for generating an adapter/stub that can behave as an 
adapter or a stub forth© virtual machine; 

computer program code for determining whether to provide the adapter/stub as 
an adapter or as a stub for the virtual machine; 

computer program code for providing a stub representation to a compiler for 
compilation and generating object code based on the compilation when the determining 
determines to provide the adapter/stub as a stub; 

computer program code for determining whether to provide an interpreter to 
compiled code (l/C) adapter or a compiled code to interpreter (C/i) adapter when the 
determining determines to provide the adapter/stub as an adapter; 

computer program code for providing an interpreter to compiled code (l/C) 
adapter that facilitates translation of a first execution stack used by an interpreter 
associated with the virtual machine when the determining determines to provide the 
interpreter to compiled code (l/C) adapter, so that the first execution stack can 
subsequently be used to execute compiled-code compiled by a compiler associated 
with the virtual machine; and 

computer program code for providing a compiled code to interpreter (C/I) adapter 
that facilitates translation of a second execution stack used for execution of complied 
code compiled by a compiler associated with the virtual machine when the determining 
determines to provide the compiled code to interpreter (C/I) adapter, so that the second 
execution stack can subsequently be used by an interpreter associated with the virtual 
machine. 

1 9. (New) A computer readable medium including computer program code for 
providing an adapter/stub for a virtual machine during runtime, wherein the adapter/stub 
can behave as an adapter or a stub for the virtual machine, comprising: 

computer program code for identifying a machine state input parameter for a 
machine state; 

computer program code for identifying input parameters for a call to compiled 

code; 
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computer program code for mapping the machine state input parameter and the 
mach.ne state to the input parameters for the call to compiled code; and 

computer program code for mapping the machine state and return value to an 
exit point of an interpreter to compiled code adapter. 

20. (New) A computer readable medium as recited in claim 18. wherein said 
determining of whether to provide an interpreter to complied code (l/C) adapter or a 
compiled code to interpreter (C/l) adapter comprises: determining whether one or more 
bytecodes have been processed by a interpreter. 

21. (New) A computing system, comprising: 

at least one processor that operates to: 

determine whether to provide the adapter/stub as an adapter or as a stub 
for the virtual machine; 

provide a stub representation to a compiler for compilation and generating 
object code based on the compilation when the determining determines to 
provide the adapter/stub as a stub; 

determine whether to provide an interpreter to compiled code (l/C) adapter 
or a compiled code to interpreter (C/l) adapter when the determining determines 
to provide the adapter/stub as an adapter; 

provide an interpreter to compiled code (l/C) adapter that facilitates 
translation of a first execution stack used by an interpreter associated with the 
virtual machine when the determining determines to provide the interpreter to 
compiled code (l/C) adapter, so that the first execution stack can subsequently 
be used to execute compiled-code compiled by a compiler associated with the 
virtual machine; and 

provide a compiled code to interpreter (C/I) adapter that facilitates 
translation of a second execution stack used for execution of complied code 
compiled by a compiler associated with the vfrtual machine when the determining 
determines to provide the compiled code to interpreter (C/l) adapter, so that the 
second execution stack can subsequently be used by an interpreter associated 
with the virtual machine. 
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22. (New) A computing system as recited in claim 21, wherein the at least one 
processor operates to: 

identify a machine state input parameter for a machine state; 
identify input parameters for a call to compiled code; 

map the machine state input parameter and the machine state to the input 
parameters for the call to compiled code; and 

map the machine state and return value to an exit point of an interpreter to 
compiled code adapter. 

23. (New) A computing system as recited in claim 21 , 

wherein said determining of whether to provide an interpreter to complied code 
(J/C) adapter or a compiled code to interpreter (C/l) adapter comprises: determining 
whether one or more bytecodes have been processed by a interpreter. 
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